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DETAILED ACTION 

1. Claims 1-22 are pending. 

Papers Filed 

2. Examiner acknowledges receipt of amendments and remarks filed 13 September 
2006. 

Title 

3. The title is accepted. Objection is withdrawn. 

Specification 

4. The lengthy specification has not been checked to the extent necessary to 
determine the presence of all possible minor errors. Applicant's cooperation is 
requested in correcting any errors of which applicant may become aware in the 
specification. 

Claim Objections 

5. Claim objections are withdrawn in light of Applicant's amendments: 

Claim Rejections - 35 USC §101 

6. Rejections are withdrawn in light of Applicant's amendments. 
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Claim Rejections - 35 USC § 102 

7. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that 
form the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(b) the invention was patented or described in a printed publication in this or a foreign country or in public 
use or on sale in this country, more than one year prior to the date of application for patent in the United 
States. 

8. Claims 1-5 and 9-12 are rejected under 35 U.S.C. 102(b) as being anticipated by 
Lowell (U.S. Patent No. 3,623,017). 

9. As per claim 1 , Lowell teaches a processor with an instruction class controllable 
pipeline comprising: 
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a program storage unit (Fig. 1 memory unit 18) holding a diverse plurality of class 
one and class two executable function instructions, the class one instructions having a 
first execution latency and the class two instructions having a second execution latency, 
wherein the first execution latency is shorter than the second execution latency; (Col. 1 
lines 5-25) 

a fetch stage for fetching an instruction from the program storage unit to be 
stored in an instruction register; (Fig. 1 instruction register 28) 

a decode stage for classifying and decoding the instruction stored in the 
instruction register, and generating an instruction class indication and storing the 
decoded instruction in a decode register; (Fig. 1 decoder 30) 

an adaptable pipeline control unit responsive to the instruction class indication for 
adapting the latency of a pipeline stage dependent to the instruction class; (Col. 1 lines 
5-25) 

and an adaptable execution stage operable for execution of a decoded 
instruction stored in the decode register, the decoded instruction being a class one 
instruction or a class two instruction. (Fig. 1 arithmetic section 14) 

1 0. As per claim 2, Lowell teaches the processor of claim 1 , wherein the fetch stage 
further comprises: a program counter and an instruction memory fetch mechanism 
which are operable to begin instruction processing by fetching one or more instructions 
from the program storage unit. Fig. 1 discloses using program counter 26 to index into 
memory 18 to obtain the instruction held in instruction register 28. 
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11. As per claim 3, Lowell teaches the processor of claim 1 , wherein the executable 
function instructions comprise: additions, subtractions, multiplications, divisions, 
compares, ANDS, ORs, ExclusiveORs, NOTs, shifts, rotates, permutes, bit operations, 
moves, loads, stores, communications or combinations thereof. Lowell discloses 
multiply, and divide (col. 1 line 9). 

12. As per claim 4, Lowell teaches the processor of claim 1 , wherein the adaptable 
pipeline control unit further comprises: a pipeline control mechanism for class one 
instructions to execute in a instructions having a first execution latency; and a pipeline 
control mechanism for class two instructions to execute in instructions having the first 
execution latency. Lowell col. 1 lines 5-20 teaches passing non-extended sequence 
instructions through the pipeline in a typical fashion and pausing the front end of the 
pipeline for the arithmetic hold condition (class two instruction). 

1 3. As per claim 5, Lowell teaches the processor of claim 4 wherein the pipeline 
control mechanism for class one instructions further comprises: control for normal 
pipeline timing for class one instructions wherein each stage of the normal pipeline has 
a duration equal to the first execution latency. Lowell col. 1 lines 5-20 teaches passing 
non-extended sequence instructions through the pipeline in a typical fashion. 
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14. As per claim 9, Lowell teaches the processor of claim 1 wherein the adaptable 
execution stage further comprises: a class one execution unit operable to execute a 
class one instruction stored in the decode register, wherein the class one execution unit 
has the first execution latency; and a class two execution unit operable to execute a 
class two instruction stored in the decode register, wherein the class two execution unit 
has the second execution latency. (Fig. 14 arithmetic unit 14) 

15. As per claim 10, Lowell teaches the processor of claim 1 wherein the decode 
stage further operates to decode an opcode field to classify an instruction. Since certain 
instructions are deemed to be "extended sequence instructions", and the processor 
goes into an arithmetic hold for these instructions (col. 1 lines 5-25) there must exist 
decode circuitry to classify these instructions as class two instructions based on 
instruction type. An opcode inherently defines the function an instruction is perform. 

16. As per claim 1 1 , Lowell teaches the processor of claim 1 wherein the decode 
stage further operates to decode an opcode field and decode of a data type field to 
classify an instruction. The examiner asserts that the opcode field is a data field and 
indicates what type of instruction to perform. 

17. As per claim 12, Lowell teaches the processor of claim 4 wherein the adaptable 
pipeline control unit further comprises: 
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a programmable clock gating mode indicator that specifies a normal clock gating 
mode and a slow down clock gating mode; 

and control for extending pipeline sequencing both class 1 instructions and class 
2 instructions to execute in a third longer time period when the programmable clock 
gating mode indicator specifies a slow down clock gating mode. Lowell teaches that a 
slower clock will execute both extended and non-extended instructions. Inherently, 
executing both a class 1 and a class 2 instruction in the slower clock would take a 
longer time than executing either alone in either the same or the faster clock. 

Claim Rejections - 35 (JSC § 103 

18. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for 
all obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

19. Claims 6-8, 13-14 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Lowell. 

20. As per claim 6, Lowell teaches the processor of claim 4 wherein the pipeline 
control mechanism for class two instructions further comprises a method for holding 
values of the instruction register, decode register and program counter upon detection 
of a class two instruction. Inherently, there must exist signals to each of these registers 
to signify the "arithmetic hold" condition (Lowell Col. 1 lines 5-25) and a control for 
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extending pipeline sequencing for class two instruction to execute in a second longer 
time period. (Lowell Col. 1 lines 5-25) 

21 . Lowell fails to disclose an instruction register feedback multiplexer; a decode 
register feedback multiplexer; a program counter and program counter update function; 

22. Official Notice is taken that feeding back a register to itself by means of a 
multiplexer is well known in the art. It provides a low-cost, simple implementation of 
retaining a register's contents by means of a control line selecting either the current 
value or a new value to be latched into the register. 

23. It would have been obvious to one of ordinary skill in the art at the time of 
invention to have implemented feedback multiplexers to retain the values of the 
instruction register, decode register and program counter upon detection of an 
arithmetic hold for the benefit of a low-cost, simple implementation. 

24. As per claim 7, Lowell teaches the processor of claim 4 wherein the pipeline 
control mechanism for class two instructions further comprises a method for holding 
values of the instruction register, decode register and program counter upon detection 
of a class two instruction. Inherently, there must exist signals to each of these registers 
to signify the "arithmetic hold" condition (Lowell Col. 1 lines 5-25) and control for 
extending pipeline sequencing for class two instructions to execute in a second longer 
time period. (Col. 1 lines 5-25) 

25. Lowell fails to disclose an instruction register gated clock; a decode register 
gated clock; a program counter gated clock; 
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26. Official Notice is taken that shutting off the clock to a register by means of a 
simple AND gate is well known in the art. "Clock Gating" provides the benefit of a very 
simple, low-cost method of forcing a register to retain its current value. 

27. It would have been obvious to one of ordinary skill in the art at the time of 
invention to have implemented a gated clock to the instruction register, decode register 
and program counter register as the means of retaining their values during an arithmetic 
hold for the benefit of low-cost, simple implementation. 

28. As per claim 8, Lowell teaches the processor of claim 7 but fails to disclose 
wherein the instruction register gated clock, the decode register gated clock, and the 
program counter gated clock are a single gated clock. 

29. Official Notice is taken that gating a clock to a subset of the processor regions is 
well known in the art. Replacing multiple clock gates with a single one reduces 
complexity and necessary hardware. 

30. It would have been obvious to one of ordinary skill in the art at the time of 
invention to have combined the clock gates for the instruction register, decode register 
and program counter into a single clock gate to reduce complexity and hardware 
requirements. 

31. As per claim 13, Lowell teaches a method for processor performance and power 
optimization of an instruction class adaptable pipeline processor supporting at least two 
classes of instructions with a first class operable at a with a first latency for each 
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pipeline stage of the adaptable pipeline and a second class operable with a second 
latency for each pipeline stage and where, the first latency is shorter than the second 
latency and where the instructions operable with the first latency can be specified to 
operate with the first latency or with the second latency and where the instructions 
operable with the second latency can be specified to only operate with the second 
latency, the method comprising: 

programming the instruction class adaptable pipeline processor creating an 
application program containing a mix of two classes of instructions to meet functional 
requirements with a first plurality of instructions used in the program operable with the 
first latency specified in a formation of each of the first plurality of instructions as class 1 
instructions; The examiner asserts that the "extended sequence instructions" (class 1 
instructions) are specified to operate at a faster frequency (coL 1 lines 5-25). 

32. Lowell fails to disclose modifying the application program to meet performance 
and power requirements of an application by changing, where appropriate, class 1 
instructions to class 2 instructions. 

33. Official Notice is taken that slowing down a clock for purposes of reducing power 
consumption is well known in the art. 

34. It would have been obvious to one of ordinary skill in the art at the time of 
invention to allow the faster clock of Lowell's invention to be slowed to the speed of his 
slower clock when required by the power requirements for the benefit of reducing power 
consumption. 
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35. As per claim 14, Lowell discloses a method for processor performance and 
power optimization of claim 13 wherein modifying the application program to meet 
performance and power requirements of an application, Lowell fails to disclose the 
method further comprising: 

appropriately programming a programmable clock gating mode to cause a 
specifiable majority of the instructions of the class adaptable pipeline processor to 
execute at a longer latency than the second latency associated with the class 2 
instructions. 

Official Notice is taken that slowing down a clock for purposes of reducing power 
consumption is well known in the art. 

36. It would have been obvious to one of ordinary skill in the art at the time of 
invention to have specified, for all instructions, to slow the processor's clock to a slower 
speed for the benefit of conserving power. 

37. Claims 15-22 are rejected under 35 U.S.C. 103(a) as being unpatentable over 
Lowell (U.S. Patent No. 3,623,017) in view of Ishikawa. 

38. As per claim 15, Lowell teaches a processor with an instruction class controllable 
pipeline comprising: 

a program storage unit (Fig. 1 memory unit 18) holding a diverse plurality of class 
one and class two executable function instructions, the class one instructions having a 
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shorter execution latency and the class two instructions having a longer execution 
latency; (Col. 1 lines 5-25) 

a fetch stage for fetching an instruction from the program storage unit to be 
stored in an instruction register; (Fig. 1 instruction register 28) 

a decode stage for classifying and decoding the instruction stored in the 
instruction register, and generating an instruction class indication and storing the 
decoded instruction in a decode register; (Fig. 1 decoder 30) 

an adaptable pipeline control unit responsive to the instruction class indication for 
adapting the pipeline latency of each stage of the plurality of instruction class 
controllable pipelines dependent on the instruction class instructions; (Col. 1 lines 5-25) 

and an adaptable execution stage operable for execution of a decoded 
instruction stored in the decode register, the decoded instruction being a class one 
instruction or a class two instruction. (Fig. 1 arithmetic section 14) 

39. Lowell fails to teach whereby the system is configured for VLIW processing. 

40. Ishikawa teaches a processor for executing VLIW instructionsA 

41 . Ishikawa teaches that VLIW processing decreases a processor's CPI, increasing 
the throughput. (Col. 1 lines 10-52) 

42. It would have been obvious to one of ordinary skill in the art at the time of 
invention to have modified Lowell's processor to handle VLIW instructions by 
reproducing the instruction pipeline in parallel for the benefit of increased instruction 
throughput. 
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43. As per claim 16, Lowell and Ishikawa teach the VLIW processor of claim 15, 
wherein the VLIW fetch stage further comprises: a VLIW memory control unit which is 
operable to begin VLIW processing by fetching a VLIW from the VLIW storage unit. The 
examiner asserts that Lowell and Ishikawa's processor must inherently fetch an 
instruction word from memory before being able to operate on it. Inherently, there must 
exist circuitry to control this memory access. 

44. As per claim 17, Lowell and Ishikawa teach the processor of claim 15, wherein 
the executable function instructions comprise: additions, subtractions, multiplications, 
divisions, compares, ANDS, ORs, ExclusiveORs, NOTs, shifts, rotates, permutes, bit 
operations, moves, loads, stores, communications and variations or combinations 
thereof; Lowell discloses multiply, and divide (col. 1 line 9). 

45. As per claim 18, Lowell and Ishikawa teach the processor of claim 15, wherein 
the adaptable pipeline control unit further comprises: 

a pipeline control mechanism for a VLIW, consisting of all class one instructions, 
to control the execution of the VLIW with the first execution latency; Lowell col. 1 lines 
5-20 teaches passing non-extended sequence instructions through the pipeline in a 
typical fashion. 

and a pipeline control mechanism for a VLIW, consisting of at least one class two 
instruction, to control the execution of the VLIW with the second execution latency. 
{Lowell col. 1 lines 5-20) 
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46. As per claim 19, Lowell and Ishikawa teach the processor of claim I 8 wherein the 
pipeline control mechanism for a VLIW consisting of all class one instructions further 
comprises: control for normal pipeline timing for the class one instructions wherein each 
stage of the normal pipeline has a duration equal to the first execution latency. Lowell 
col. 1 lines 5-20 teaches passing non-extended sequence instructions through the 
pipeline in a typical fashion. 

47. As per claim 20, Lowell and Ishikawa teach the processor of claim 18 wherein 
the pipeline control mechanism for a VLIW consisting of at least one class two 
instruction further comprises a method for holding values of the instruction register, 
decode register and program counter upon detection of a class two instruction. 
Inherently, there must exist signals to each of these registers to signify the "arithmetic 
hold" condition (Lowell Col. 1 lines 5-25) 

and control for the plurality of adaptable execution stages to e xecute the VLIW 
with the second execution latency. (Lowell Col. 1 lines 5-25) 

48. Lowell and Ishikawa fail to expressly disclose: 
VIR state maintaining multiplexers; 

decode register state maintaining multiplexers; 

a program counter and program counter update function; 

49. Official Notice is taken that feeding back a register to itself by means of a 
multiplexer is well known in the art. It provides a low-cost, simple implementation of 
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retaining a register's contents by means of a control line selecting either the current 
value or a new value to be latched into the register. 

50. It would have been obvious to one of ordinary skill in the art at the time of 
invention to have implemented feedback multiplexers to retain the values of the 
instruction register, decode register and program counter upon detection of an 
arithmetic hold for the benefit of a low-cost, simple implementation. 

51. As per claim 21, Lowell and Ishikawa teach the processor of claim 18 wherein 
the pipeline control mechanism for a VLIW consisting of at least one class two 
instruction further comprises a method for holding values of the instruction register, 
decode register and program counter upon detection of a class two instruction. 
Inherently, there must exist signals to each of these registers to signify the "arithmetic 
hold" condition (Lowell Col. 1 lines 5-25) 

and control for the plurality of adaptable execution stages to e xecute the VLIW 
with the second execution latency. (Lowell Col. 1 lines 5-25) 

52. Lowell and Ishikawa fail to expressly disclose: 
a VIR gated clock; 

a plurality of decode register gated clocks; 
a Program Counter gated clock; 

53. Official Notice is taken that shutting off the clock to a register by means of a 
simple AND gate is well known in the art. "Clock Gating" provides the benefit of a very 
simple, low-cost method of forcing a register to retain its current value. 
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54. It would have been obvious to one of ordinary skill in the art at the time of 
invention to have implemented a gated clock to the instruction register, decode register 
and program counter register as the means of retaining their values during an arithmetic 
hold for the benefit of low-cost, simple implementation. 

55. As per claim 22, Lowell and Ishikawa teach the processor of claim 15 wherein 
each adaptable execution stage of the plurality of adaptable execution stages further 
comprises: a class one execution unit operable to execute a class one instruction stored 
in the decode register, wherein the class one execution unit has the first execution 
latency; and a class two execution unit operable to execute a class two instruction 
stored in the decode register, wherein the class two execution unit has the second 
execution latency. (Ishikawa Fig. 9) 

Response to Arguments 

1 . Applicant's arguments filed 13 September have been fully considered but they 
are not persuasive. 

The rejection of claim 15 as anticipated by Ishikawa has been withdrawn in light 
of Applicant's amendments. 

2. Applicant states: 

"Lowell does not teach and does not make obvious classifying an instruction based on an 
instruction's execution latency to generate an instruction class indication. Lowell also does not teach and 
does not make obvious 'adapting the latency of a pipeline stage dependent on the instruction class' as 
presently claimed in claim 1" 
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Examiner disagrees. Lowell discloses determine which instructions are 
"extended sequence instructions", based on their latency. This is considered to be an 
instruction class. The clock cycle is altered for these instructions in such a way that 
"adapt[s] the latency of a pipeline stage dependent on the instruction class." 

3. Applicant states: 

Regarding claim 13, "Lowell does not teach and does not make obvious ( a first plurality of 
instructions used in the program operable with the first latency specified in a format of each of the plurality 
of instructions as class 1 instructions and with a second plurality of instructions used in the program 
operable with the second latency specified in a format of each of the second plurality of instructions as 
class 2 instructions" 

Examiner disagrees. The two classes of instructions provided by the extended 
sequence instructions and the remaining instructions very reasonably anticipate these 
limitations. 

4. Applicant states: 

"Lowell also does not teach and does not make obvious 'modifying the application program by 
changing, where appropriate, the format of class 1 instructions to class 2 instructions to minimize power 
use while still meeting performance requirements of the application program" 

Examiner disagrees. The current (and previous) rejection includes Official Notice 
concerning lengthening the clock cycle time to save power. Applicant has not 
addressed the particulars of this rejection. Perhaps Applicant believes that the 
amendment regarding the word "format" pulls some additional limitations into the claims, 
but it is unclear what limitations these might be. Additionally, Applicant has stated that 
these amendments "are not intended to limit the scope of the claims in any way". 
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"Lowell does not teach and does not make obvious classifying an instruction based on the 
instruction's execution latency. Lowell also does not teach and does not make obvious adapting the 
latency of a pipeline stage dependent on the instruction class indication" 

Examiner disagrees. Lowell classifies instructions as "extended sequence 
instructions" and adapts the latency based on whether an instruction falls in this class. 

Conclusion 

56. The prior art made of record and not relied upon is considered pertinent to 
applicant's disclosure. 

Perry et al. (U.S. Patent No. 5,142,684) disclose a system of slowing a processor 
clock when power consumption requirements dictate to do so. 

Khurshid et al. (U.S. Publication No. 2002/0104032) disclose a system utilizing 
clock gates to slow a clock frequency to portions of the processor. 

a. THIS ACTION IS MADE FINAL. Applicant is reminded of the extension of 

time policy as set forth in 37 CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within 
TWO MONTHS of the mailing date of this final action and the advisory action is not 
mailed until after the end of the THREE-MONTH shortened statutory period, then the 
shortened statutory period will expire on the date the advisory action is mailed, and any 
extension fee pursuant to 37 CFR 1.136(a) will be calculated from the mailing date of 
the advisory action. In no event, however, will the statutory period for reply expire later 
than SIX MONTHS from the mailing date of this final action. 
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Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Brian P. Johnson whose telephone number is (571) 272- 
2678. The examiner can normally be reached on 8-4:30 M-F. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Eddie Chan can be reached on (571) 272-4162. The fax phone number for 
the organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. ^ 




